
UPG schuifafsluiter
Deze schuifafsluiter is door zijn zware bouw en standaard 
PN10 aansluitflens inzetbaar in alle industrieën en is 
geschikt voor het lekvrij afsluiten van poeders, granulaten 
en zelfs vloeistoffen en gassen. De behuizing bestaat 
in de standaarduitvoering uit gietijzer, het schuifblad is 
vervaardigd uit RVS, met metalen of EPDM afdichting. 
Uitermate geschikt voor onder bunkers/silo’s. De schuine 
uitsnede in de uitloop voorkomt het ophopen van 
materiaal in de schuif.

Kenmerken 

• Zeer robuust
• UNI PN 10 standaard
•  RVS klepblad
• RVS huis mogelijk (optioneel)
• Andere klepafdichtingsmaterialen mogelijk (optie)
•  Standaard metalen/EPDM klepafdichting
•  Max. procesdruk 10 bar (<Ø300)  

(vanaf Ø300, 6 bar)

•  Geschikt voor mediumtemperaturen tussen  
-10° en +80°C

•  Hittebestendige uitvoering met Viton afdichting 
(180°C)

•  UPG-A versie: sensor en magneetventiel in ATEX 
leverbaar, echter zonder algemeen certificaat voor 
de schuif.

•  Zowel hand- als pneumatisch bediend mogelijk

Technische informatie

Types

UPG50 UPG200

UPG65 UPG250

UPG80 UPG300

UPG100 UPG350

UPG125 UPG400

UPG150

Max. 
procesdruk

Werktemperatuur Hittebestendig

10 bar 
(<Ø300) 

(vanaf Ø300 
6 bar)

-10 tot 80°C -10 tot 180°C

Opties & accessoires

Speciaal ATEX  
magneetventiel

Product data sheet
Characteristics

XS618B1MAL2
inductive sensor, XS6, cylindrical, M18, Sensing 8
mm, 2 meter cable

Product availability : Stock - Normally stocked in distribution facility

Price* : 85.96 USD

Main
Range of product OsiSense XS
Series name General purpose
Sensor type Inductive proximity sensor
Sensor name XS6
Sensor design Cylindrical M18
Size 62 mm
Body type Fixed
Detector flush mounting acceptance Flush mountable
Material Metal
Type of output signal Discrete
Wiring technique 2-wire
[Sn] nominal sensing distance 0.31 in (8 mm)
Discrete output function 1 NO
Output circuit type AC/DC
Electrical connection Cable
Cable length 6.56 ft (2 m)
[Us] rated supply voltage 24...240 V AC/DC 50/60 Hz
Switching capacity in mA 5...200 mA DC

5...300 mA AC
IP degree of protection IP68 double insulation IEC 60529

IP69K DIN 40050

Complementary
Thread type M18 x 1
Detection face Frontal
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*  Price is “List Price” and may be subject to a trade discount – check with your local distributor or retailer for actual price.
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UPG schuifafsluiter
Afmetingen en gewichten

Type 
ØD

A B C
ØE
UNI

PN10
F F G Hp Hv J S ØV

50 40 83 124 125 4 x M16 - 283 412 348 80 1/4* 200

65 40 83 139 145 4 x M16 - 308 458 388 80 1/4* 200

80 50 83 154 160 4 x M16 4 x ø18 333 502 413 80 1/4* 200

100 50 83 174 180 4 x M16 4 x ø18 378 562 488 100 1/4* 200

125 50 93 189 210 4 x M16 4 x ø18 423 642 564 125 1/4* 250

150 60 93 220 240 4 x M20 4 x ø22 474 718 635 125 1/4* 250

200 60 108 275 295 4 x M20 4 x ø22 593 882 809 160 1/4* 310

250 70 108 326 350 4 x M20 4 x ø22 685 1044 946 200 1/4* 310

300 70 108 380 400 4 x M20 4 x ø22 792 1164 1118 200 1/4* 310

350 96 290 438 460 4 x M20 6 x ø25 900 1362 1282 250 3/8* 500

400 100 290 494 515 4 x M24 6 x ø25 978 1542 1441 250 3/8* 500
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VDL Industrial Products bv
Hoevenweg 3  |  5652 AW Eindhoven  |  Nederland
T: +31 (0)40 - 292 55 80  |  sales@vdlindustrialproducts.com
www.vdlindustrialproducts.com


